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Amendments to the Specification 

CROSS REFERENCE TO RELATED APPL I CATION 

[0001] This app l icat i on is rolat o d to Unitod Stat e s non prov i siona l appl i cation 

fi le d und e r tho Pat e nt Coop o rat i on Treaty and hav i ng I nternationa l Applicat i on No. 
PCT/US00/26522, filed September 27, 2000, wh i ch cl a ims the ben e fit of Unitod 
Stat e s Provis i ona l Appl i cat i on No. 60/156,165, f il od September 27, 1900. 

Please replace the following paragraphs with the following replacement 
paragraphs: 

[0011] F i gur e 5 i s a graph i ca l il lustration of s e nsor s i gna l valu e s of s e nsor 

s i gna l s or outputs generated by th e p l urality of s e nsor strips dur i ng an i mpact ov o nt 
in accordanc e with one m e thod of the pr e sent i nvention; 

[0012] F i gur e 6 is a graphical i ll ustrat i on of an aggr e gat e sensor s i gna l valu e 

correspond i ng to th e s e nsor s i gna l va l u e s d e picted i n Figur e 5; 

[0013] F i gure 7a is a f l ow chart of on e m e thod of th e present i nv e nt i on 

imp le m e nt e d by th e i nput s e ns i ng syst e m; 

10044] F i gur e 7b i s a controls diagram d e p i cting a path through which data or 

th e sensor signa l valu e s ar e proc e ssed by th e i mpact sens i ng syst e m i n accordance 
w i th on e m e thod of tho present i nvent i on; and 
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Replacement paragraphs: 

rOOHI Figure 5a is a flow chart of one method of the present invention 

implemented bv the input sensing system; 

r00121 Figure 5b is a controls diagram depicting a path through which data or 

the sensor signal values are processed bv the impact sensing system in accordance 
with one method of the present invention: 

r00131 Figure 6 is a graphical illustration of sensor signal values of sensor 

signals or outputs generated bv the plurality of sensor strips during an impact event 
in accordance with one method of the present invention; 

r00141 Figure 7 is a graphical illustration of an aggregate sensor signal value 

corresponding to the sensor signal values depicted in Figure 5; and 
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